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iComm™ is a digital video/voice VoIP communication 
package offered as an option on Protégé 8a or 15a 
touchscreens for room-to-room or room-to-doorstation 
VoIP intercom and door-strike relay. 
 
This feature-rich unique background application also 
supports SIP-based phones, our doorstations and 
offers video intercom, recording, broadcast, and mute. 
 
 

 

 
 
 
 
 

 
 
The four application icon buttons with descriptions.  The icon of functions will change depend on the features 
that system provides. Press capacitive touch button on the front bezel below each icon or click on the icon 
button directly to operate, or use mouse right click to exit iComm. 
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The uber unique Protégé iComm application adds value 
to you installations with world intercom capabilities.  

Call other rooms like you call the office SIP phone. 
- 

Receive visitors with integrated door latch relay or 
record the intrusion at the front door. 

- 
Listen in on the baby’s room, broadcast dinner’s ready, 

call a neighbor and use this with a myriad of other 
supported partner applications 

- 
View messages and extend the capabilities with the 

addition of the SIP IP PBX. 
- 

iComm works on Protégé Intel Atom series only (Pro8a, 
Pro8agl, Pro15a). Collaboration required with capacitive 

touch buttons on front bezel. 
 
 



Doorstation Integration:�
 

Doorstation 200 – standalone with a Pro15a 
 

Doorstation 300 – requires SIP Server   
�  1 LAN Port 
�  GPIO control DIx 4 ,DOx4  
�  RS485 (4)VGA CMOS Camera 
�  H.263 Video Codec 
�  Full Duplex G.711 and G.729a/b 
�  SIP 2.0 Compliant 
�  RFID reader - optional 

 
Doorstation 1400 – requires SIP Server  

�  1 LAN Port 
�  Electronic Door Lock Control 
�  VGA CMOS Camera 
�  H.263 Video Codec 
�  Full Duplex G.711 and G.729a/b  
�  SIP 2.0 Compliant 
�  Text LCD Display 
�  RFID Card Reader 
�  DIx4 , DOx4 (10)RS485 

 
SIP Server – IP PBX  

�  LAN Port (2)WAN Port, Power Jack 
�  20 extension , 3 concurrent 
�  5 (P2P only) 

 
 
iComm Application - $100 / touchscreen tested with 
Doorstations above and should work with SIP-based phones and accessories that support P2P. 

 
When iComm is launched, it registers to the PBX (SIP Server).  Initializing SIP depends on configuration. The 
SIP status icon is changed when this iComm is initialized/registered and waiting for call. It also shows unread 
messages. All status icons are on the right side of the task bar. The iComm screen will disappear 
automatically after idling for 5 seconds.  Press Button 1 to popup again.  
 
Call types – audio / video behavior 

 
 

�  Works under both P2P and SIP environments 
�  Supports Audio Codec: G711, G729, G723, GSM 6.10 and iLBC. 
�  Supports Video Codec: H.263, H.264, Audio DSP: AEC, CNG, VAD, AGC 

 
P2P means hardware can dial to a address (like sip:user@192.168.0.100:5065) directly without 
registering to a IP PBX (SIP Server), all SIP functions can be used after hardware is initialized. 
 
For access outside the home and larger MDU complexes the SIP PBX is required 
 

 
Works with P2P SIP-based phones  

 
    DS 200        DS 300         DS 1400 
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